


Midget Sidecar for Junior's Sidewalk Bicycle 

TO SEAT BOLT 

CONSTRUCTION OF 

Here's a simple bicycle sidecar that is 
bolted to the bicycle at  three points and 
can be attached or  detached in a few mo- 
ments. Besides carrying a passenger, the 
sidecar is handy on a newspaper route or 
for delivery of packages. The simple frame 
is made of 3/1-in. conduit, bent and welded SHEET XLE FASTENED 

together, while the body is assembled by 
screwing a piece of sheet metal onto dupli- and a t  the  same time provide good solid 
cate wood sides. Two \\rood cleats screwed surfaces for attaching the body to the frame 
to the underside of the bottom give rigidity with conduit straps screwed in place. 

Jig Aids in Truing Bicycle Wheel When Tools Are Limited 
The cyclist or owner of a small shop who 

wants to true or stripe a bicycle wheel oc- 
casionally, but  does not have the equip- 
ment, will find this little jig the solution to 
his problem. In use, the wheel is clamped 
in a vise by the spindle, and the jig is at- 
tached to the edge of the bench. In it can 
be held a small block for truing the wheel, 
or a brush for striping it. 

Bicycle Handlebar Has Reflectors 
One boy who used his bicycle a t  night 

put red reflectors in rear ends of the han- 
dlebar grips in addition to a large one on 
the 'ear fender. To 
install the rcflcc- 
tors, rear ends of 
grips are cut out, 
l e a v i n g  e n o u g h  
mbber  at  the out- ,, 
side to serve as  a 
retaining edge. 


