Put your small fry in the

buggy and watch him grin

Build your kids

the sdewdk classc

WITH |TS BLACK FABRIC TOP, leather dash-
board straps and gas headlamps, this bright red
replica of its prototype—the open roadster of
the early years of this century—will bring a
twinge of nostalgia to grownups and a shriek of
delight from the younger set.

It does a safe, quiet 5 miles per hour, has a
12-volt electrical system driving a 12-volt auto-
mobile generator which serves as the motor, and
carries its own built-in battery charger.

It's great for everyday fun on the sidewak and
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sensational in the local Fourth of July parade.

You can buy nearly dl of the parts a your
hardware store or at an automotive-parts store.
Assembly is not difficult, particularly if you
follow the pull-apart drawings carefully.

Before you buy or cut any materials, run over
the list of keyed parts and carefully check each
one on the pull-apart drawings. This will give
you a good idea of what goes where on the ply-
wood frame. The dimensions of some of the
parts you have to make, bolt szes and other im-
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driver's seat of this great little
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FRONT PIECE, BODY

OPENING FOR DRIVE-BELT
ADJUSTMENT (IN ONE PANEL ONLY)

SEAT BACK

TAKE BOLTS HOLDING CENTER TOP BOW

COUNTERSINK
FOR CORNER-
IRON BOLTS

END PIECE, SEAT, 2 REQD.

The steering column is held in position by a
plywood support and metal brace to the
frame. A metal angle serves as the top bearing

portant information are in the keyed list adong
with parts nomenclature.

Begin construction with the frame which is cut
from a piece of 1/2-in. plywood. Cut the piece
dightly oversize, about 1/8 in. al around, to alow
for finishing the edges; there must be no splinters.
Then lay out the hole pattern and drill dl the
holes which are located by dimension, except
the holes F. Hole diameters are taken directly
from the bolt sizes given in the parts list. The
seven countersunk holes (indicated by concentric
circles) are drilled and countersunk for 1.5-in.
No. 8 F.H. wood screws. These hold the brake-
shaft supports and the front-fender support, parts
No. 27 and 31. One hole, D, is not countersunk,
as it takes the screw holding the lower end of
the steering-column brace, part No. 59, which
passes through the frame and turns into the
front-fender support.

Holes A and B in the frame must be drilled at
an angle, hole A for the steering post and B for
the brake cable. Drill hole A dightly undersize
and at the approximate angle and then work it
to size and the correct angle later on with a round



